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BM2W Wheel Motor

CHARACTERISTIC FEATURES 

  bear high pressure and be used in parallel        
  or in series applications.      
• 
  easily and smoothly.
• 
  applications.

The BM2W series motor is a wheel motor 
with radial bearing which can bear

Displacement 50 63 80 100 125 160 200 250 315 400 500

157 160 163 166 171 177 205 220

6.417 6.535 6.732
L

CONFIGURATION 
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MOUNTING FLANGE 

PORTS 

PORTS A PORTS B

FLANGE A

BM2W Dimensions and Mounting Data
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SHAFT A

SHAFT C

7.9 
(0.312”)    

25
(.984”)

1.5 (0.059”)

2 (0.079”)

36.5 (1.25”) 7.5
(0.295”)

Taper ø
ø

BM2W Dimensions and Mounting Data 

OUTPUT SHAFT 
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BM2W

Order example: BM2WHDACAADA

CONFIGURATION
H - Standard, wheel mount

DISPLACEMENT (CC)
A - 50     B - 63          C D - 100      

E - 125     F - 160          G - 200          H - 250

I - 315            J - 400          K - 500

 MOUNTING FLANGE
A - Wheel Motor

OUTPUT SHAFT
A -

C -

PORTS
A - SAE-10              C 

LINK THREAD ON PORT SURFACE
A C - M6
  

DRAIN PORT
A - D - SAE-04

SPECIAL
A HPSS

Choose an option for each category

BM2W Code Number and Order Information


