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Hydro Custom SPA-05-SP-S10D05 / ISO 10 SUBPLATE 
SIDE PORTED

DRAWING

MATERIAL

PIECES BRULÉE

NAME
alinaz

DATE
6/21/2017

TITLE:

DWG #:

REV

0WEIGHT:SHEET 1 OF 1

SUBPLATE D05 SAE #10

SPA-05-SP-S10

TOLERANCES
IF NOT SPECIFIED

IN. MM.
X

FRACTION ± 1/16

X.XXX ± .005

X.XX ± .015

X.X ± .031

ANGULAIRE ± 1°

HOLES

DECIMAL     FRACTION

± .010 ±1/64

 LOC.          CENTERS

± .015 ±.015

* REMOVE ALL BURRS AND SHARP EDGES
.015 (0.4mm) RADIUS MAXIMUM UPON

REMOVAL

1965 Boulevard Dagenais O. Laval, Quebec, H7L 5V1
Tel:.450-628-6644  Fax:.450-628-7566
www.HYDROLICO.com info@hydrolico.com

ALL DIAM a O .005 A

SURFACE FINISH 125

THIS DRAWING IS THE PROPERTY OF 
HYDROLICO AND USE IN ANY MANNER

DETRIMENTAL TO THE INTERESTS 
OF HYDROLICO IS PROHIBITED

3.3 lbm

MATERIAL: Aluminium 6061-T6
YIELD RESISTANCE: 40000 psi
ULTIMATE RESISTANCE: 45000 psi

3.94"
100mm

2.46"
62.5mm

2.62"
66.67mm

0.39"
10mm

0.39"
10mm

4.53"
115mm

3.54"
90mm

4.92"
125mm

1.22"
30.95mm

TYP.2x

1.62"
41.28mm

3.38"
85.72mm

1.09"
27.78mm

TYP.2x

1.12"
28.58mm

2.47"
62.71mm

1.97"
50mm

1- MILL O0.433" X `0.268"
    (O11mm X `6.80mm)
2- DRILL O0.256" (O6.5mm) THRU
TYP. 3X

NOTE:
PORT THREADS: A, B, P, T SAE#10
PORT LOCATION: SP
BACK PORTED SUBPLATE:
UNC#1/4-20 X 0.75 DP
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TOLERANCES
IF NOT SPECIFIED
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X

FRACTION ± 1/16

X.XXX ± .005

X.XX ± .015

X.X ± .031

ANGULAIRE ± 1°

HOLES

DECIMAL     FRACTION

± .010 ±1/64
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± .015 ±.015

* REMOVE ALL BURRS AND SHARP EDGES
.015 (0.4mm) RADIUS MAXIMUM UPON

REMOVAL
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THIS DRAWING IS THE PROPERTY OF 
HYDROLICO AND USE IN ANY MANNER

DETRIMENTAL TO THE INTERESTS 
OF HYDROLICO IS PROHIBITED

3.2 lbm

MATERIAL: Aluminium 6061-T6
YIELD RESISTANCE: 40000 psi
ULTIMATE RESISTANCE: 45000 psi

1.84"
46.83mm

4.00"
101.6mm

2.94"
74.6mm

4.00"
101.6mm

0.38"
9.52mm

0.38"
9.52mm

3.62"
92.08mm

RELIEF CAVITY C-10-2

1.44"
36.51mm

TYP.2x

1.44"
36.53mm

2.94"
74.61mm

1.28"
32.54mm

2.81"
71.44mm

1.00"
25.4mm

TYP.2x

2.00"
50.8mm

3.12"
79.25mm

1.50"
38.1mm

TYP.2x

1.00"
25.4mm

2.25"
57.15mm

1.00"
25.4mm

2.00"
50.8mm

NOTE:
PORT THREADS: A, B, P, T SAE#10
                              G SAE#6
PORT LOCATION: SB
RELIEF CAVITY: C-10-2
BACK PORTED SUBPLATE:
UNC#1/4-20 X 0.63 DP

2.81"
71.44mm

1.69"
42.86mm

1.50"
38.1mm

TYP.2x

SAE#6

SAE#6
1- MILL O0.562" X `0.375"
    (O14.29mm X `9.52mm)
2-  DRILL O 0.343" (O8.71mm)
TYP. 2X

2.50"
63.5mm

Hydro Custom SPA-05-SB-S10-C10-2D05 / ISO 10 SUBPLATE 
SIDE & BOTTOM WITH RELIEF

MATERIAL: ALUMINIUM 6061-T6
YIELD RESISTANCE: 40000 PSI
ULTIMATE RESISTANCE: 45000 PSI

NOTES:
PORT SIZE: A, B, P, T, SAE#10
VALVE MTG: UNC#1/4-20X 0.75 DP

DRAW
ING

M
ATERIAL

PIECES BRULÉE

NAM
E

alinaz
DATE

6/21/2017TITLE:
DWG #:

REV
0

WEIGHT:

SHEET 1 OF 1 SUBPLATE D05 SAE #10

SPA-05-SP-S10

TOLERANCES

IF NOT SPECIFIED

IN.

MM.

X

FRACTION
±

1/16

X.XXX
±
 .0

0
5

X.XX
±
 .0

1
5

X.X
±
 .0

3
1

ANGULAIRE
±

1
°

H
O

L
E
S

D
E
C
IM

A
L
     F

R
A
C
T
IO

N

±
 .0

1
0

±
1
/
6
4

 L
O

C
.          C

E
N
T
E
R
S

±
 .0

1
5

±
.0

1
5

* R
E
M

O
V
E
 A

L
L
 B

U
R
R
S
 A

N
D
 S

H
A
R
P
 E

D
G
E
S

.0
1
5
 (0

.4
m

m
) R

A
D
IU

S
 M

A
X
IM

U
M

 U
P
O
N

R
E
M

O
V
A
L

1
9
6
5
 B

o
u
leva

rd
 D

a
g
en

a
is O

. L
a
va

l, Q
u
eb

ec, H
7
L
 5

V
1

T
el:.4

5
0
-6

2
8
-6

6
4
4

 F
a
x
:.4

5
0
-6

2
8
-7

5
6
6

w
w

w
.H

Y
D
R
O

L
IC

O
.com

in
fo@

h
y
d
ro

lico.com

A
L
L
 D

IA
M

a
O

.005
A

S
U
R
F
A
C
E
 F

IN
IS

H
125

THIS DRAW
ING IS THE PROPERTY OF 

HYDROLICO AND USE IN ANY M
ANNER

DETRIM
ENTAL TO THE INTERESTS 

OF HYDROLICO IS PROHIBITED

3.3 lbm

M
ATERIAL: Alum

inium
 6061-T6

YIELD RESISTANCE: 40000 psi

ULTIM
ATE RESISTANCE: 45000 psi

3.94"
100m

m

2.46"
62.5m

m

2.62"
66.67m

m

0.39"
10m

m

0.39"
10m

m

4.53"
115m

m

3.54"
90m

m

4.92"
125m

m

1.22"
30.95m

m
TYP.2x

1.62"
41.28m

m3.38"
85.72m

m

1.09"
27.78m

m
TYP.2x

1.12"
28.58m

m

2.47"
62.71m

m

1.97"
50m

m

1- M
ILL O

0.433" X `0.268"

    (O
11m

m
 X `6.80m

m
)

2- DRILL O
0.256" (O

6.5m
m

) THRU

TYP. 3X

NOTE:
PORT THREADS: A, B, P, T SAE#10

PORT LOCATION: SP

BACK PORTED SUBPLATE:

UNC#1/4-20 X 0.75 DP

MATERIAL: ALUMINIUM 6061-T6
YIELD RESISTANCE: 40000 PSI
ULTIMATE RESISTANCE: 45000 PSI

NOTES:
PORT SIZE: A, B, P, T, SAE#10
  G: SAE#6
VALVE MTG: UNC#1/4-20X 0.63 DP
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MATERIAL: Aluminium 6061-T6
YIELD RESISTANCE: 40000 psi
ULTIMATE RESISTANCE: 45000 psi
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NOTE:
PORT SIZE A, B, P, T:  SAE#10
                                 G: SAE#6
VALVE MTG: UNC#1/4-20 X 0.63 DP

2.81"

1.69"

1.50"
TYP.2x

SAE#6
O 9/16"  THRU
TYP. 2X
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